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7800 Series with Push/Pull Trim (PT)
Healthcare Hardware

Features

•	 �Paddle trim orientation can be mounted in vertical (up or down) and 
horizontal positions as a standard product, no need for specifying 
mount positions on order

•	� Down or horizontal paddle orientation is required for cylinder side  
of door

•	� Horizontal paddle orientation is required if thumb turn or a emer-
gency release is used

•	 Patent pending and/or patent www.assaabloydss.com/patent
•	 Easy installation

•	 Handing is easily field reversible
•	 Through-bolted trim for stability
•	 6 Lobe security type screws (Torx®) standard for PT trim
•	 Engraving on paddle – consult factory
•	 Lead lining is optional (Lockbody only), specify 74- option
•	 Covers are heavy wrought stainless steel, brass or bronze
•	 Paddles are cast stainless steel, brass or bronze
•	 Finishes: 3, 4, 9, 10, 10B, 10BE, 10BL, 20D, 32, 32D

The Push/Pull design known for its ease of operation is coupled with 
the strength and integrity of a mortise lock to provide greater versatility. 
The trim, commonly used in hospitals and health care facilities, can now 
service conference rooms, handicapped restrooms, laboratories and 
pharmaceutical facilities that require more durability and security features 
than a cylindrical lock can provide.

NOTE: The PT trim is always supplied with an 7800PT mortise lockbody, all  
mortise lockbodies are labeled for ease of identification. When ordering  
lockbody only for PT trim, always specify 7800PT lockbody.

7800 Series with Push/Pull Trim (PT)

7837 PT 
Horizontal Mount Shown

•	 Spindle centered in escutcheon
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Specifications

How To Order
SG-11- 78 37 PT 32D LH

Option Series Function Trim Finish Hand

Mechanical 
Options 
this page 7800 Series 

Mortise 
Locks

See 
pages
13-20

Push/Pull 
Trim

03, 04, 09, 
10, 10B, 10BE, 

10BL, 20D, 
32 or 32D

RHR

LHR

Cylinder  
Options 
page 23

RH

LH

For Doors Door thickness 1-3/4" (44mm) to 2" (51mm) standard with adaptable spindle. For thicker doors, consult factory. 

Backset 2-3⁄4" (70mm) only

Case 12 gauge heavy duty wrought steel, zinc dichromate plated. Thickness 7/64" (3mm) (.109")

Outside Front Plate Brass, bronze or stainless steel. 8" (203mm) x 1-1/4" (31mm), ANSI Standard A115.1.  Adjustable at any angle from flat to 
beveled 1/8" (3mm) in 2" (51mm) 1/8" (3mm) in 2" (51mm)

Springs High carbon steel

Latchbolt Stainless steel 3/4" (19mm) projection one-piece, anti-friction reversible latch

Auxiliary Deadlatch Stainless steel, non-handed

Deadbolt One-piece hardened stainless steel, with 1" (25mm) projection

Hand Specify hand on order; easily field reversible

Mechanical  
Options

Cylinders Cylinder Options see page 26-27

Strikes

23- 4-7/8" (124mm) ANSI Strike with 1-1/8" (29mm) Flat Lip

OBS- Open Back Strike

WBS- Wrought Box Strike

Security Screws 37- Spanner head security screws

Electrical Options

DX- Deadbolt monitoring - Monitor deadbolt position (not available with LX-)

LX- Latchbolt monitor - Monitors latchbolt position (not available with deadbolt functions)

RX- Request to Exit - Monitors each lever independently

Lead Lining 74-  Lock case wrapped in lead (specify hand)

Antimicrobial Coating SG-  MicroShield® - antimicrobial clear powder coat (available with 32D finish only)

Strike Brass, bronze or stainless steel; ANSI Standard A115.1; curved lip, non-handed (strike box optional)

Keys Two, nickel silver (control key or emergency key must be ordered when required) 

Masterkeying Can be masterkeyed or grand masterkeyed. Construction keying available

Stile 5" (127mm) minimum stile for 7800 Push/Pull Trim

Door Prep ANSI A115.1 modified per template (see template 4512 only)


